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DAIRY HOUSING CONCEPTS

min. 190 cm, max. 290 cm

Pasture gate one-way gate

/ \ It may be necessary to work with one-way gates in a wider pas-
/ sage, allowing the passage to be cleared (e.g. pasture gates in this
situation). Depending on the passage width and the amount of
cow traffic, a single or double version can be selected.

60 mm
()]
o
3
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The details:

¢ Standard fitted with the required Texas gates;
¢ Standard fitted with adjustable pivoting point;
¢ Standard fitted with universal locking point;

* Free passage (for manure robot): 65 cm.

183

The technology:

e Made from 60 mm tube;

* Fence height of side pieces: 95 cm;

* Single one-way gate, suitable for alley widths from 190 to 290

i 3 cm. Available on request, at an extra charge, with an alley width

S = of up to 400 cm;

¢ Double one-way gate, suitable for alley widths from 300 to 400
cm;

* The width adjustment is carried through in the side pieces. The
passage section is of a fixed size;

¢ Fence must be firmly attached to a concrete wall or post;

* Pasture one-way gates longer than 300 cm must be fitted with
a support wheel (02.90.990) or a brace set (03.91.300).

65

Please note:

¢ Add various mounting materials, such as anchor bolts and, if
necessary, support posts, etc.;

¢ Check the height of the concrete wall where the pivoting point
is to be attached (at least 160 cm).

03.19.600 Pasture gate single, suitable for width
from 190 to 290 cm **

03.19.700 Pasture gate double, suitable for width
from 300 to 400 cm **

** Please specify the exact width when ordering

Accessories for one-way gates 300 - 400 cm
02.90.990 Castor wheel to partition barrier
03.91.300 Angle brace set

Accessories for angle brace set

11.11.220 Anchor bolt M10 x 86 mm (2 pc) for mounting to
concrete walls.

71.10.040 Hexagonal tap bolt M10 x 40 (2 pc) for mounting
to HE or | posts.

82.10.500 Self-locking nylon nut M10 (2 pc), to go with hex-
agonal tap bolt M10 x 40.

min. 300 cm, max. 400 cm Available are fastening materials for mounting the partition barrier
250 and/or angle brace set to other columns (89 mm - @200 mm or
square columns). Just ask us what we can do for you.
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fence width

Topgate one-way gate

A Topgate is a one-way gate that comes in various widths. The
230* Topgate can be used to control passageways of up to 5 m wide.

v 76 mm The Topgate one-way gate works with vertical bars that can only
hinge to one side. A passing cow pushes the bars forward. After
the cow has passed, the (noise-muffled) bars fall back into the
vertical position.
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48 mm The details:

e Standard prepared for mounting to support columns or con-
crete wall;

* The Topgate fence consists of:
- a number of bars (depending on the width);
- the same number of forks (fitted with sound-absorbing

89 mm elements);

- a 76 mm hinge tube (supplied to length);

- asquare 60 stop bolt (supplied to length);

passage width - 2 solid mounting plates (for fixing to support posts or concrete
wall);

_ * The Topgate basic is fitted with 4 bars. Passage width 100 cm,

S total gate width 150 cm;

e Each additional bar increases the passage and gate width by
25cm.

* Build-in height approx. 230 cm;

* Free passage (for manure robot): 65 cm.

80

The technology:

* Vertical bars, made of 48 mm tube;

* The bars hinge around a 76 mm tube;

¢ The barsfall backinto a vertical position due to their own weight;
* Dimensions of mounting plate: 530 x 250 x 10 mm.

Please note:

¢ Included in your order is a Topgate basic plus the required
number of extra bars;

e After ordering, you will receive conformation in the form of a
drawing with the exact dimensions for you to check;

* Add the required extra mounting materials, such as bolts and
nuts, anchor bolts, bow brackets, mounting plates, support
posts, etc.

03.20.600 Topgate basic (4 bars - passage width 100 cm)
03.20.650 Extra bar for Topgate one-way gate (25 cm);

Accessories

03.20.670 Support post 89 mm with large base plate, 250 cm
long. incl. bow brackets 89 mm (3 pc).

11.11.250 Floor anchor M16 x 120 mm (4 bolts for each sup-
port post)

11.10.300 T-bolt M16 (4 for each support post)

10.26.910 Rubber protective plate (on support post base
plate)

03.90.350 Universal mounting plate (for mounting Topgate
to concrete wall)

11.11.240 Floor anchor M12 x 106 mm

™ L
1 Topgate basic Passage Total
e i i plus... bars width (cm) fence width (cm)
0 100 150
R 1 125 175
ol A 2 150 200
i) 3 175 225
4 200 250
= | 5 225 275
e 6 250 300
7 275 325
8 300 350
9 325 375
10 350 400
11 375 425
12 400 450
13 425 475
- 14 450 500
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Removable partition barrier,
between two freestall dividers

partition barriers

67

70

210/270/330-270/330/400

60

30

48 mm 25
<

Partition barrier
0 for cows,
n height 53 cm

12,5 center to center
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27 mm

34 mm
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48 mm
¢ 30
(R
Iy Partition barrier
for cows,
o height 79 cm
~
48 mm

Partition barrier
for young stock,
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79/95/112

~ K Partition barrier
for beef cattle,

122
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Removable partition
barrier between two freestall dividers

Ideal for adaptable grouping. Easy to move.

Canbe used in alleys from 210 cm till 400 cm wide.

03.18.120 210-270cm
03.18.150 270-330cm
03.18.180 330-400 cm
Partition barrier for cows, height 53 cm
Partition barrier to fence off the holding area. Can
be shortened on one side by approx. 50 cm
Length
03.14.200 215cm
03.14.300 270 cm
03.14.400 325cm
03.14.500 350 cm
Partition barrier for cows, height 79 cm
Length
03.15.200 215cm
03.15.300 270 cm
03.15.400 325cm
03.15.500 350 cm
03.15.600 400 cm
Partition barrier for young stock
03.12.200 Partition barrier young stock H=79 L=215 cm
03.12.300 Partition barrier young stock H=79 L=270 cm
03.12.350 Partition barrier young stock H=79 L=300 cm
03.12.400 Partition barrier young stock H= 79 L=325 cm
03.12.500 Partition barrier young stock H=79 L=350 cm
03.12.600 Partition barrier young stock H= 79 L=400 cm
03.11.200 Partition barrier young stock H= 95 L=215 cm
03.11.300 Partition barrier young stock H= 95 L=270 cm
03.11.350 Partition barrier young stock H= 95 L=300 cm
03.11.400 Partition barrier young stock H= 95 L=325 cm
03.11.500 Partition barrier young stock H= 95 L=350 cm
03.11.600 Partition barrier young stock H= 95 L=400 cm
03.13.200 Partition barrier young stock H=112 L=215 cm
03.13.300 Partition barrier young stock H= 112 L=270 cm
03.13.350 Partition barrier young stock H= 112 L=300 cm
03.13.400 Partition barrier young stock H= 112 L=325 cm
03.13.500 Partition barrier young stock H= 112 L=350 cm
03.13.600 Partition barrier young stock H= 112 L=400 cm
Partition barrier for beef cattle
03.31.300 Partition barrier beef cattle H= 122 L=270 cm
03.31.350 Partition barrier beef cattle H= 122 L=300 cm
03.31.400 Partition barrier beef cattle H= 122 L=325 cm
03.31.500 Partition barrier beef cattle H= 122 L=350 cm

03.31.600

Partition barrier beef cattle H= 122 L=400 cm
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partition barriers accessories and fittings

Adjustable
pivoting point

Pull lock
for partition barrier 48 mm

2 0031(0)512-237800 E-mail

Grid post

: sales@spinder.nl
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Component for
drinking bowl
befitting
partition barriers

Universal
locking point

Extension tubes

Website: spinderdhc.com

Grid post 60 mm x 140 cm

Post with spindle, to be clamped to the concrete
grid floor. With two grid posts the various partition
barriers can be placed removable onto the grid
floor. The barriers can be mounted to the grid posts
with cross clamps 48 x 60 mm. It is also possible to
make a partition barrier to your own specification
by using 48 mm horizontal bars.

03.90.500 Grid post 60 mm x 140 cm
04.08.020 Cross clamp 48 x 60 mm
03.90.300 Set of wall fasteners 60 mm x 180°
03.90.310 Set of wall fasteners 60 mm x 90°
Component for drinking bowl
03.11.900 For partition barrier 03.11, length 55 cm
03.11.950 For partition barrier 03.11, length 85 cm
03.13.900 For partition barrier 03.13, length 55 cm
03.13.950 For partition barrier 03.13, length 85 cm
03.31.900 For partition barrier 03.31, length 55 cm
Adjustable pivoting point
An easy solution to mount a partition barrier in a
horizontal position. To be mounted to support post
76 mm, threated straps included.
Barrier height
03.90.250 79 cm
03.90.255 95 cm
03.90.260 112 cm
03.90.270 122.cm
Universal locking point
Sturdy lock, specially for hinged partitions that are
often operated. To be mounted to support post 76
mm, threaded straps included.
Barrier height
03.90.450 53 cm
03.90.460 79 cm
03.90.465 95cm
03.90.470 112 cm
03.90.480 122 cm
Extension tubes
An easy way to elongate a standard barrier gate for
cows (item numbers 03.14 and 03.15) up to 0.50
meter. A pair of extension tubes and the universal
locking point will form the telescopic part of the
barrier gate.
03.91.400 Pair of extension tubes R38 mm, L=150 cm
03.90.450 Universal locking point, barrier height 53 cm
03.90.460 Universal locking point, barrier height 79 cm
Pull lock for partition barriers
03.91.100 For partition barriers, placed in line
03.91.100 For partition barriers, placed overlapped
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_ Pivoting
point

Removable partition barrier

Removable barrier

between feed front and freestall divider

Locking point

Mounting removable partition
barrier to self-locking feed front

T————

Mounting removable partition
barrier to diagonal feed front

03.90.332

Mounting pivoting partition
barrier to
support post 76 mm

2 0031(0)512-237800 E-mail: sales@spinder.nl

Mounting universal locking point
to the back of a freestall divider

R

Mounting universal
locking point to the
front of 'Profit’

03.90.462 f

—)

Mounting universal
locking point to
the front of 'Comfort’

Website: spinderdhc.com

Removable partition barrier
between feed front and freestall divider

The base element for this partition barrier is the
partition barrier for cows model 03.15. By making
this barrier pivoting - pivoting point on the feed
front - regrouping of the animals can be easily
done. We advise to use our universal locking point
on the freestall divider. For more convenience a
gateway can be installed.

03.18.650

03.18.850

Mounting removable partition barrier to
self-locking feed front and safety feed front

Pivoting point, complete, mounted to
self-locking feed front

(model 24.61, 24.62, 24.63 and 24.66)

and safety feed front (model 22.70 and 22.72)
Pivoting point, complete, mounted to

safety feed front (model 24.70 and 24.72)

03.90.462
03.18.671

Universal locking point to
the back of freestall dividers

Universal locking point for barrier height 79 cm
Fastener for vertical tubing 48 mm or 60 mm

03.18.655

Mounting removable partition barrier to
diagonal feed front

Pivoting point, complete, mounted to
diagonal feed front

03.90.462
03.18.670

Universal locking point to the front of 'Profit’

Universal locking point for barrier height 79 cm
Fastener for horizontal tubing 48 mm or 60 mm

03.90.332

Mounting pivoting partition barrier to
support post 76 mm

Set of universal fasteners,
to 76 mm support post

03.90.462
03.18.665

Universal locking point to the front of 'Comfort'

Universal locking point for barrier height 79 cm
Fastener for front Comfort freestall divider
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Floor-mounted support post

Size

10.21.140 60 mm x 140 cm
10.26.100 76 mm x 100 cm
10.26.120 76 mm x 120 cm
10.26.130 76 mm x 130 cm
10.26.145 76 mm x 145 cm
10.26.160 76 mm x 160 cm
10.26.170 76 mm x 170 cm
10.26.180 76 mm x 180 cm
10.81.160 | [/i80x 160 cm

Floor-mounted support post with
large base plate

Size
10.26.360 76 mm x 160 cm
10.81.360 | [/180x 160 cm

Fittings

10.26.910 Rubber cover for base plate
11.10.300 T-bolt

11.10.310 Adapting device, 9 cm, for T-bolt

Stopper

Protects the inside of the tubes against moisture
and dirt.

Size

11.06.150 48 mm

11.06.200 60 mm

11.06.250 76 mm

11.06.300 89 mm

11.06.800 | [/180 mm

ﬁ T-bolt

11.10.300 T-bolt M16 with nut, for mounting floor-mounted
Stopper support posts to a grid floor. Can also be used as
concrete anchor. Size 28 x 25 cm

Floor-mounted Floor-mounted support post, Floor-mounted support post,
support post 76 mm, with large base plate [180 mm,with large base plate
and rubber cover for base plate

Fastener
for 1 partition

Set of fasteners

Universal fasteners, for mounting various partitions
to 76 mm and lzl80 mm support posts. Suitable for
partition barriers and hinged partitions. Supplied
in pairs and with bolts.

Fastener for

2 partitions (180°) 28 cm

03.90.610 For 1 partition barrier 76 mm
03.90.620 For 2 partition barriers (180°) 76 mm
03.90.625 For 2 partition barriers ( 90°) 76 mm
03.90.630 For 3 partition barriers 76 mm
03.90.710 For 1 partition barrierlZl 80 mm
03.90.720 | For 2 partition barriers (180°) [/l 80 mm
03.90.725 For 2 partition barriers ( 90°) lZI 80 mm
03.90.730 For 3 partition barriers [ 80 mm

Fastener for
2 partitions (90°)

Wall hook
03.90.320 For hanging a gate to a wall

Set of universal fasteners

Fasteners for universal fastening of partition bar-

Fastener for riers. Widely applicable. Can also be used as hinge
3 partitions or locking point.
Possibilities:
03.90.330 Wall
03.90.331 Support post 60 mm
03.90.332 Support post 76 mm
03.90.333 Support post 89 mm
Set of wall fasteners
For mounting partition barrier to a wall. Can be
1 used as hinge or locking point.
Universal 180° 90° 03.90.300 Set of wall fasteners 60 mm x 180°
03.90.310 Set of wall fasteners 60 mm x 90°
Wall hook fasteners Set of wall fasteners
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Support post

All-purpose support post to connect partition bar-
riers to different barn equipment with use of our
. ) standard clamps.

Locking point

Support post for partition barrier

Height
Universal 03.90.110 53 cm
locking pin 03.90.100 79 cm

03.90.130 95 cm
03.90.120 112 cm

Hinge bar

For mounting parts that are used as pin joint.
02.90.010 Hinge bar 100 cm
02.90.015 Hinge bar 125 cm

Hinge bar Locking pin

Locking pin

To be used for locking points.
03.90.400 Locking pin 100 cm
03.90.410 Locking pin 125 cm

Angle brace set

Universal locking pin

03.90.440 Can be used as alternative for
locking pin (2 per gate)

approx.4m

steel wire cable @8 mm 03.90.452 Locking point

(stainless steel)

approx.2m

Angle brace set

Angle brace set for barrier gates, including third
pivot point, steel wire cable and turnbuckle

03.91.300 Angle brace set for barrier gates,
made of tubes 48 mm or 60 mm

Universal mounting plate

Mounting of barriers at the end panel of an end
wall is often difficult concerning the thickness of the
concrete wall. Spinder has developed a universal
mounting plate which fits on all hinge and locking
points. Also suitable for mounting 60 mm tubes on
wooden stud.

14 cm

Major characteristics:

¢ Suitable for all hinge and locking points;

¢ Suitable for mounting clips 48, 60, 76 mm and
threaded straps 48, 60, 76, [/1 80 mm;

¢ |t prevents damage on concrete walls;

¢ Solid, because of steel plate of 8 mm thickness;

Universal mounting plate

03.90.350 Universal mounting plate
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